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LINE OF HANDRAIL ABOVE

3'-4'' MAX. PICKET SPACING
FROM CONNECTION TO C.L. PICKET

3'-4'' MAX. PICKET SPACING
FROM CONNECTION TO C.L. PICKET

3'-4'' MAX. PICKET SPACING
FROM CONNECTION TO C.L. PICKET

VARIES, SEE PLANS

1/8'' DIA. 317L, 2% Mo. (MIN.) MARINE
GRADE STAINLESS STEEL CABLE
SPACED 3'' O.C.

SWAGEDEND FITTING
MFR. INSTRUCTIONS

1 1/2'' STRUCTURAL STAINLESS POST
FOR CONTINUOUS RAILING
(NO PVC POSTS)

RAILING DETAIL- PLAN
SCALE 1/2'' = 1'0''

3/4'' X 3/4'' CABLE SUPPORT
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RAILING DETAIL- ELEVATION
SCALE 1/2'' = 1'0''

3'-4'' MAX. PICKET SPACING
FROM CONNECTION TO C.L. PICKET

3'-4'' MAX. PICKET SPACING
FROM CONNECTION TO C.L. PICKET

3'-4'' MAX. PICKET SPACING
FROM CONNECTION TO C.L. PICKET

VARIES, SEE PLANS

EQUEL EQUEL EQUEL

ELEVATION SECTION

3 7/16'' X 1-3/8'' PEAKED IPE RAIL CAP
(CONCAEALED FASTENING) 36'' HEIGHT,
PLOW UNDERSIDE OF CAP TO RECEIVE
LOW PROFILE CAP

SWAGEDEND FITTING
MFR. INSTRUCTIONS

3/4'' X 3/4'' CABLE SUPPORT

1/8'' DIA. 317L, 2% Mo. (MIN.) MARINE
GRADE STAINLESS STEEL CABLE
SPACED 3'' O.C.

RAILING DETAIL- SECTION
SCALE 1/2'' = 1'0''

1 1/2'' STRUCTURAL STAINLESS POST
FOR CONTINUOUS RAILING
(NO PVC POSTS)
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SINGLE POST 90° CORNER- ELEVATION. VARIATION 1
SCALE 1/2'' = 1'0''

3 7/16'' X 1-3/8'' PEAKED IPE RAIL CAP
(CONCAEALED FASTENING) 36'' HEIGHT,
PLOW UNDERSIDE OF CAP TO RECEIVE
LOW PROFILE CAP

SWAGEDEND FITTING
MFR. INSTRUCTIONS

1 1/2'' STRUCTURAL STAINLESS POST
FOR CONTINUOUS RAILING
(NO PVC POSTS)

1/8'' DIA. 317L, 2% Mo. (MIN.) MARINE
GRADE STAINLESS STEEL CABLE
SPACED 3'' O.C.
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SINGLE POST 90° CORNER- PLAN. VARIATION 1
SCALE 1/2'' = 1'0''

3 7/16'' X 1-3/8'' PEAKED IPE RAIL CAP
(CONCAEALED FASTENING) 36'' HEIGHT,
PLOW UNDERSIDE OFCAP TO RECEIVE
LOW PROFILE CAP

1 1/2'' STRUCTURAL STAINLESS POST
FOR CONTINUOUS RAILING
(NO PVC POSTS)

1/8'' DIA. 317L, 2% Mo. (MIN.) MARINE
GRADE STAINLESS STEEL CABLE
SPACED 3'' O.C.
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SINGLE POST 90° CORNER- PLAN. VARIATION 3
SCALE 1/2'' = 1'0'' 3 7/16'' X 1-3/8'' PEAKED IPE RAIL CAP

(CONCAEALED FASTENING) 36'' HEIGHT,
PLOW UNDERSIDE OF CAP TO RECEIVE
LOW PROFILE CAP

1 1/2'' STRUCTURAL STAINLESS POST
FOR CONTINUOUS RAILING
(NO PVC POSTS)

1/8'' DIA. 317L, 2% Mo. (MIN.) MARINE
GRADE STAINLESS STEEL CABLE
SPACED 3'' O.C.
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SINGLE POST 90° CORNER- ELEVATION. VARIATION 3
SCALE 1/2'' = 1'0''

3 7/16'' X 1-3/8'' PEAKED IPE RAIL CAP
(CONCAEALED FASTENING) 36'' HEIGHT,
PLOW UNDERSIDE OF CAP TO RECEIVE
LOW PROFILE CAP

SWAGEDEND FITTING
MFR. INSTRUCTIONS

1 1/2'' STRUCTURAL STAINLESS POST
FOR CONTINUOUS RAILING
(NO PVC POSTS)

1/8'' DIA. 317L, 2% Mo. (MIN.) MARINE
GRADE STAINLESS STEEL CABLE
SPACED 3'' O.C.
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SINGLE POST 90°
CORNER- PLAN.
VARIATION 2
SCALE 1/2'' = 1'0''

SINGLE POST 90°
CORNER- ELEVATION.
VARIATION 2

https://coastalclassicrailings.com

Shoreline cable. Continues hand rail system
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3'-4'' MAX. PICKET SPACING
FROM CONNECTION TO C.L. PICKET

3 7/16'' X 1-3/8'' PEAKED IPE RAIL CAP
(CONCAEALED FASTENING) 36'' HEIGHT,
PLOW UNDERSIDE OF CAP TO RECEIVE
LOW PROFILE CAP

EQUEL

VARIES, SEE PLANS

EQUEL EQUEL EQUEL
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SWAGEDEND FITTING
MFR. INSTRUCTIONS

1/8'' DIA. 317L, 2% Mo. (MIN.) MARINE
GRADE STAINLESS STEEL CABLE
SPACED 3'' O.C.

1 1/2'' STRUCTURAL STAINLESS POST
(FOR STAIRS LENGHT OVER 12 FT)

3/4'' X 3/4'' CABLE SUPPORT

RAILING ON STAIRS- PLAN
SCALE 1/2'' = 1'0''

SWAGED END CABLE FITTING
SCALE 6'' = 1'0''
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TYPE #3
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TYPE #6

FASTENING OF THE BOLT
SCALE 6'' = 1'0''
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SINGLE POST- PLAN
SCALE 1/2'' = 1'0''

SINGLE POST- ELEVATION
SCALE 1/2'' = 1'0''

3 7/16'' X 1-3/8'' PEAKED IPE RAIL CAP
(CONCAEALED FASTENING) 36'' HEIGHT,
PLOW UNDERSIDE OF CAP TO RECEIVE
LOW PROFILE CAP

1 1/2'' STRUCTURAL STAINLESS POST
FOR CONTINUOUS RAILING
(NO PVC POSTS)

1/8'' DIA. 317L, 2% Mo. (MIN.) MARINE
GRADE STAINLESS STEEL CABLE
SPACED 3'' O.C.

3 7/16'' X 1-3/8'' PEAKED IPE RAIL CAP
(CONCAEALED FASTENING) 36'' HEIGHT,
PLOW UNDERSIDE OF CAP TO RECEIVE
LOW PROFILE CAP

SWAGEDEND FITTING
MFR. INSTRUCTIONS

1 1/2'' STRUCTURAL STAINLESS POST
FOR CONTINUOUS RAILING
(NO PVC POSTS)

1/8'' DIA. 317L, 2% Mo. (MIN.) MARINE
GRADE STAINLESS STEEL CABLE
SPACED 3'' O.C.

BOLTS PER MFR.

3/
8"

1 1/2'' 1 1/2" 1/16"

3/
4"

3"

1/
4"

7/16"

BOLTS PER MFR.
SCALE 6'' = 1'0''

https://coastalclassicrailings.com

Shoreline cable. Continues hand rail system
6 TYPES OF HAND RAIL
SCALE 3'' = 1'0''

STOCK WOOD OPTIONS
(CEDAR, MAHOGANY,

IPE, TEAK, WHITE OAK)
PVC OPTIONS

STOCK WOOD OPTIONS
(CEDAR, MAHOGANY,

IPE, TEAK, WHITE OAK)
PVC OPTIONS

ALUMINUM FLAT
CAP OPTION
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TYPE #2

RAILING ON STAIRS- ELEVATION
SCALE 1/2'' = 1'0''


